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YDRO-PLUS

Hydronic Heating Tanks

Hydro-Plus Hydronic Expansion tanks are
designed to absorb the expanded fluid in
closed-loop of residential or commercial
hydronic heating and cooling systems to
control pressure buildup. Hydro-Plus

expansion are tanks composed of a tank
in sheet steel which in compliance with
IAPMO and EN Standard and welded
according to ASME&EN procedure by
certified welder.

The diaphragm is made with high
temperature resistance EPDM rubber. All
models are subject to hydraulic test with
a pressure of 1.5 times higher than the
design pressure. Hydro-Plus Expansion
tank is the best safety choice for your
Hydronic Heating system.
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HYDRO PLUS

SYSTEM
SHELL COATING DIAPHRAGM CONNECTION
Cold Rolled Gray Paint Heavy-duty Carbon Steel
Carbon Steel ( Pantone 877C) Butyl Rubber Stainless Steel
FACTORY AIR NOZZLE Lo i
PRE-CHARGE PROTECTION Lo S
PRESSURE TEMPERATURE
Brass Cap With
15 PSI / 1 Bar InternaIpOring 150 PSI / 10 Bar 90°C / 194°F
HYDRO-PLUS HYDRONIC HEATING TANK
Model fotalfanic Diameter __ Height = Box Length Box Width Box Height N.W. GW. shipping Connection
Number Volume Base Including Volume
Liter Gal Cm Inch Cm Inch Cm Inch Cm Inch Cm Inch Kg Lbs. Kg Lbs. CUF
HP-3 3 05 140 55 220 87 310 122 310 122 240 94 41 90 47 104 0.81 1/2"
HP-8 8 20 203 80 304 120 210 83 210 83 320 126 19 42 23 51 0.50 1/2"
HP-12 12 32 229 90 384 151 235 93 235 93 390 154 27 60 30 66 0.76 1/2"
HP-18 18 45 280 10 364 143 280 110 280 10 390 154 34 75 38 84 1.08 1/2"
HP-24 24 60 290 1.4 415 163 310 122 310 122 420 165 36 79 45 99 142 1/2"
HP-40 40 10 290 M4 564 222 310 122 310 122 580 228 53 17 62 137 1.97 1/2"
Stand Models With Base
HP-60 60 14 390 153 592 234 400 157 400 157 620 244 94 207 107 236 350 1"
HP-80 80 20 432 170 693 273 450 177 450 177 700 276 127 280 146 322 5.00 1"
HP-100 100 28 430 169 765 301 450 177 450 177 800 315 137 302 156 344 572 1"
HP-120 120 32 390 153 1148 452 400 157 400 157 160 457 197 434 223 492 6.55 1"
HP-130 130 34 550 217 785 309 550 217 550 217 800 315 215 474 245 540 8.54 1-1/4"
HP-160 160 44 550 217 931 367 550 217 550 217 940 370 239 527 272 600 10.04 1-1/4"
HP-200 200 53 550 217 1066 420 550 217 550 217 1080 425 269 593 304 67.0 1153 1-1/4"

& Installation: NON Portable water system Only. Propylene glycol can be used in Mixture concentrations up to 50%
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