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Like every closed system in which a liquid’s temperature changes, a

solar installation also needs an expansion vessel. The Solar-plus expan-

sion vessel plays an important role in this regard when it comes to
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The pressure must not rise too high when the circulation in the collector

maintaining pressure.

stops, but also not too low when the outside temperature is below the
freezing point. The medium in a solar installation is mostly a mixture of
water and glycol, have a high coefficient of expansion. Solar-Plus Expan-
sion Tank can anticipate such temperature fluctuations and maintain the
system pressure in a sitting range.
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Cold Rolled SYSTEM Stainless Red EPDM
SHELL Carbon Steel COATING DIAPHRAGM
CONNECTION
Steel Connector (RAL 3011) Rubber
FACTORY MAX . MAX 100cm away
40 PSI 130°C 150 PSI INSTALLA-  from the solar
PRE- 288 WORKING 266°F WORKING 10B system, at cold
CHARGE 9 5ar TEMPERATURE PRESSURE ar Ul fluid side
SOLAR-PLUS PRESSURE TANK
Height Shippi
NModbe I Tc\)/tall LELl Diameter ——M — L Boxth V\Ila‘cc,i)t(h HB.OXh t N.W. [CA'A 'PPINg Connection
umber 'olume Base Including eng i eig Volume
Liter Gal Cm Inch Cm Inch Cm Inch Cm Inch Cm Inch Kg Lbs. Kg Lbs. CUF
SP-3 3 05 140 55 220 87 310 122 310 122 240 94 41 90 47 104 081 1"
SP-8 8 20 203 80 304 120 210 83 210 83 320 126 19 42 23 51 ) 1"
SP-12 2 32 229 90 384 151 235 93 235 93 390 154 27 60 30 66 0.76 1"
SP-18 18 45 280 1.0 364 143 280 1.0 280 1.0 390 154 34 75 38 84 1.08 1"
SP-24 24 60 290 1.4 415 163 310 122 310 122 420 165 36 79 45 99 1.42 1"
SP-40 40 10 290 1.4 564 222 310 122 310 122 580 228 53 17 62 137 197 1"
Stand Models With Base
SP-60 60 14 390 153 592 234 400 157 400 157 620 244 94 207 107 236  3.50 1"
SP-80 80 20 432 170 693 273 450 17.7 450 177 700 276 127 280 146 322 500 1"
SP-100 100 28 430 169 765 301 450 177 450 177 800 315 137 302 156 344 572 1"
SP-120 120 32 390 153 1148 452 400 157 400 157 1160 457 197 434 223 492 655 1"
SP-130 130 34 550 217 785 309 550 217 550 217 800 315 215 47.4 245 540 854 1-1/4"
SP-160 160 44 550 217 931 367 550 217 550 217 940 370 239 527 272 600  10.04 1-1/4"
SP-200 200 53 550 217 106.6 420 550 217 550 217 108.0 425 269 593 304 670 1153 1-1/4"
SP-240 240 62 550 217 1196 471 550 217 550 217 1200 472 349 769 377 831 1281 1-1/4"
SP-300 300 81 550 217 1463 57.6 550 217 550 217 1490 587 399 880 459 1012 1591 1-1/4"
SP-450 450 120 650 256 1410 555 650 256 650 256 1450 571 569 1254 619 1365  21.63 1-1/4"

& Installation: 100 cm away from the water heater, at cold water side.




