EXPANSION

TANK

THERMAL-PLUS thermal expansion tank to absorb expanded water in closed, hot water

systems. The expansion occurs as domestic water is heated. THERMAL-PLUS expansion tanks

are designed to safely maintain water pressure levels in water heating systems to avoid the

relief valve discharge and other potentially hazardous conditions. Thermal expansion tanks

work in conjunction with a backflow preventer or check valve. THERMAL-PLUS expansion

tanks are built with a stainless steel system connection, a polypropylene liner separated the

water with the tank shell, heavy-duty butyl rubber diaphragm, and 40 PSIG nitrogen

pre-charge. The tank controls excessive pressure generated inside the water heater and

provide the safest system of your home.
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The shield coating is available for all models. [
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THERMAL PLUS

Ly

Cold Rolled Triple Grade Fac:‘ory 40 PSI / 2.8 Bar
Carbon Steel Almond (RAL1015) Pre-charge
Paint
Systen.1 Stainless Steel Max Working 90°C / 194°F
Connection Connector Temperature
EPDM Heat
. Diaphragm Resistance i
Liner FDA Grade phrag esis Max Working
Material Polypropylene Rubber Pressure 150 PSI /10 Bar

THERMAL-PLUS EXPANSION TANK

Height

Shippin
Vodel Total Tank Diameter Box Box pping

Volume Base Including Length Height TS Connection
Number

Liter Gal Cm Inch Cm Inch Cm Inch Cm Inch b R CUF

15.1 235 93 235 93 390 154 27 . i 1 0.76
143 280 1.0 280 110 390 154 34 75 4 . 1.08
16.3 310 122 310 122 420 165 36 79 . X 142
222 310 122 310 122 580 228 53 17 . 1.97
Stand Models With Base
234 400 157 400 157 620 244 94 207 3.50
273 450 177 450 177 700 276 127 280 1 5.00
301 450 177 450 177 800 315 137 302 Y 5.72
452 400 157 400 157 160 457 197 434 6.55
309 550 217 550 217 800 315 215 474 g 8.54 1-1/4"
367 550 217 550 217 940 370 239 527 10.04 1-1/4"
420 550 217 550 217 1080 425 269 593 1.53 1-1/4"
471 55.0 217 550 217 1200 472 349 769 . 12.81 1-1/4"
576 550 217 550 217 1490 587 399 880 15.91 1-1/4"

555 650 256 650 256 1450 571 569 1254 PANCE] 1-1/4"
TP-3: 4 pcs per package

& Installation: 60cm away from the water heater, at cold water side 2023/03/24 Updated




