\
SUPREME-PLUS

Pressure Vessel for replaceable bladder

SupremePlus series offers large-sized pressure vessels (up to 10,000L) provid-
ing high drawdown in water. It comes with a carbon steel body(standard), an
interchangeable bladder, a flange with stainless water connection, and
pre-charged with Nitrogen. All vessels are composed according to the PED or
ASME VIII-Div. | standard. SupremePlus serves well in many applications such
as Surge tanks, Longrange irrigation, or HVAC expansion purposes.
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SUPREME

PLUS
Capacity Precharge Maximum Maximum  pjameter Height C.onnec'tor
MODEL Pressure  Working Pressure’ Temperature Dimension
liter bar bar °C mm mm inch
SPP 750-10 750 4 10 95 762 1800 1-1/4"
SPP 850-10 850 4 10 95 812 1935 1-1/4"
SPP 1000-10 1000 4 10 95 812 2340 28
SPP 1500-10 1500 4 10 95 966 2400 23 B
SPP 2000-10 2000 4 10 95 1116 2480 2"
SPP 3000-10 3000 4 10 95 1220 2810 2-1/2"
SPP 500-16 500 4 16 95 762 1540 1-1/4"
SPP 750-16 750 4 16 95 762 1800 1-1/4"
SPP 850-16 850 4 16 95 812 1935 1-1/4"
SPP 1000-16 1000 4 16 95 812 2340 2"
SPP 1500-16 1500 4 16 95 966 2400 2
SPP 2000-16 2000 4 16 95 1116 2480 2"
SPP 3000-16 3000 4 16 95 1220 2810 2-1/2"
SPP 500-25 500 4 25 95 762 1540 1-1/4"
SPP 750-25 750 4 25 95 762 1800 1-1/4"
SPP 850-25 850 4 25 95 812 1935 1-1/4"
SPP 1000-25 1000 4 25 95 812 2340 2"
SPP 1500-25 1500 4 25 95 966 2400 2
SPP 2000-25 2000 4 25 95 1116 2480 o8
SPP 3000-25 3000 G 25 95 1220 2810 2-1/2"
APPLICATION SYSTEM - For surge tanks. = AQUASKY
* For long range irrigation. & PL%
- For HVAC expansion purposes. ume
* For multistory buildings. AQUASKY ENTERPRISE CORP.
- For industrial applications
NO.36 Ln. 212, Sec 1, Hemu Rd. Shengang Dist.,
CHARACTERISTICS - Working temperature: 10° / 95°C. Taichung City429, Taiwan
- Solvent painted, blue color. TEL 886-4-2562-6368 [=] =]
- Pre-charging pressure: 4 bar FAX 886-4-2561-6332

WEB www.aquaskyplus.com [=]




